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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø120 Ø150 Ø200 

Track Accent Light

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

DDC-65130.11 SMD 13 W DDC-65130.12 SMD 21 W DDC-65130.13 SMD 24 W

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

1 104 lm32 Vdc 350 mA 80 3 000 K13 W 11 W

1 604 lm36 Vdc 500 mA 80 3 000 K21 W

DDC-65130.12

DDC-65130.11

18 W

1 971 lm35 Vdc 600 mA 80 3 000 K24 W

DDC-65130.13

(60 LED)

(55 LED)

(72 LED)

21 W

DDC-65130.11    13 W  /   3 000 K DDC-65130.12    21 W  /   3 000 K DDC-65130.13    24 W  /   3 000 K

NEW

Black
White

0.6 kg 1.0 kg 1.2 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지57
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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø120 Ø150 Ø200 

Track Accent Light

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

DDC-65130.11 SMD 13 W DDC-65130.12 SMD 21 W DDC-65130.13 SMD 24 W

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

1 104 lm32 Vdc 350 mA 80 3 000 K13 W 11 W

1 604 lm36 Vdc 500 mA 80 3 000 K21 W

DDC-65130.12

DDC-65130.11

18 W

1 971 lm35 Vdc 600 mA 80 3 000 K24 W

DDC-65130.13

(60 LED)

(55 LED)

(72 LED)

21 W

DDC-65130.11    13 W  /   3 000 K DDC-65130.12    21 W  /   3 000 K DDC-65130.13    24 W  /   3 000 K

NEW

Black
White

0.6 kg 1.0 kg 1.2 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지57
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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø120 Ø150 Ø200 

Track Accent Light

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

DDC-65130.11 SMD 13 W DDC-65130.12 SMD 21 W DDC-65130.13 SMD 24 W

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

1 104 lm32 Vdc 350 mA 80 3 000 K13 W 11 W

1 604 lm36 Vdc 500 mA 80 3 000 K21 W

DDC-65130.12

DDC-65130.11

18 W

1 971 lm35 Vdc 600 mA 80 3 000 K24 W

DDC-65130.13

(60 LED)

(55 LED)

(72 LED)

21 W

DDC-65130.11    13 W  /   3 000 K DDC-65130.12    21 W  /   3 000 K DDC-65130.13    24 W  /   3 000 K

NEW

Black
White

0.6 kg 1.0 kg 1.2 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지57

KISKOVALAISIN
DDC-65130.11 | DDC-65130.12 | DDC-65130.13 

ABACO-S SERIES
KOHDEVALAISTUS
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LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø300 

Track Accent Light DDC-65130.14 SMD  28 W DDC-65130.14-02 SMD  28 W

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD (144 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

2 676 lm34 Vdc 700 mA 80 3 000 K28 W 21 W

DDC-65130.14 Series    28 W  /   3 000 K

NEW

Black
White

1.5 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지58
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LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø300 

Track Accent Light DDC-65130.14 SMD  28 W DDC-65130.14-02 SMD  28 W

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD (144 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

2 676 lm34 Vdc 700 mA 80 3 000 K28 W 21 W

DDC-65130.14 Series    28 W  /   3 000 K

NEW

Black
White

1.5 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지58
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LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø300 

Track Accent Light DDC-65130.14 SMD  28 W DDC-65130.14-02 SMD  28 W

LED HOUSING
AL. Die-Casting, Electrostatic Powder Coating 

COVER
PC

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD (144 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

2 676 lm34 Vdc 700 mA 80 3 000 K28 W 21 W

DDC-65130.14 Series    28 W  /   3 000 K

NEW

Black
White

1.5 kg

2021LED-1-Spot  2020.12.7 4:26 PM  페이지58

KISKOVALAISIN
DDC-65130.14 | DDC-65130.14-02

ABACO-S SERIES
KOHDEVALAISTUS
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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø400

Track Accent Light

LED HOUSING
Steel, Electrostatic Powder Coating 

INSTALLATION
On 1 or 3 circuit track (PC)

* COVER
- OPTION A General Cover

UGR 18

- OPTION B

Glare Diffuser
UGR 13

TYPE OF LED : SMD

2.1 kg

DDC-65130.15 SMD  35 W DDC-65130.15-02 SMD  35 W

TYPE OF LED SMD (168 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

3 134 lm41 Vdc 800 mA 80 3 000 K35 W 30 W

35 W  /   3 000 K

NEW

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지59
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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø400

Track Accent Light

LED HOUSING
Steel, Electrostatic Powder Coating 

INSTALLATION
On 1 or 3 circuit track (PC)

* COVER
- OPTION A General Cover

UGR 18

- OPTION B

Glare Diffuser
UGR 13

TYPE OF LED : SMD

2.1 kg

DDC-65130.15 SMD  35 W DDC-65130.15-02 SMD  35 W

TYPE OF LED SMD (168 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

3 134 lm41 Vdc 800 mA 80 3 000 K35 W 30 W

35 W  /   3 000 K

NEW

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지59
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ABACO-S l LED ACCENT LIGHT

Abaco-S   SMD TYPE
Ø400

Track Accent Light

LED HOUSING
Steel, Electrostatic Powder Coating 

INSTALLATION
On 1 or 3 circuit track (PC)

* COVER
- OPTION A General Cover

UGR 18

- OPTION B

Glare Diffuser
UGR 13

TYPE OF LED : SMD

2.1 kg

DDC-65130.15 SMD  35 W DDC-65130.15-02 SMD  35 W

TYPE OF LED SMD (168 LED)

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

3 134 lm41 Vdc 800 mA 80 3 000 K35 W 30 W

35 W  /   3 000 K

NEW

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지59

KISKOVALAISIN
DDC-65130.15 | DDC-65130.15-02

ABACO-S SERIES
KOHDEVALAISTUS
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LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø500 Ø600

Track Accent Light DDC-65130.16-02   SMD   47 W DDC-65130.17-02   SMD  65 W

LED HOUSING
AL. Extrude, Electrostatic Powder Coating 

COVER
PC

GEAR BOX
Steel

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

4 300 lm40 Vdc 980 mA 80 3 000 K47 W 40 W

5 949 lm46 Vdc 1 200 mA 80 3 000 K65 W

DDC-65130.17-02   (320 LED)

DDC-65130.16-02    (280 LED)

56 W

DDC-65130.16-02     47 W  /  3 000 K DDC-65130.17-02     65 W  /  3 000 K

NEW

4.6 kg 6.5 kg

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지60

73

LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø500 Ø600

Track Accent Light DDC-65130.16-02   SMD   47 W DDC-65130.17-02   SMD  65 W

LED HOUSING
AL. Extrude, Electrostatic Powder Coating 

COVER
PC

GEAR BOX
Steel

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

4 300 lm40 Vdc 980 mA 80 3 000 K47 W 40 W

5 949 lm46 Vdc 1 200 mA 80 3 000 K65 W

DDC-65130.17-02   (320 LED)

DDC-65130.16-02    (280 LED)

56 W

DDC-65130.16-02     47 W  /  3 000 K DDC-65130.17-02     65 W  /  3 000 K

NEW

4.6 kg 6.5 kg

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지60

73

LED ACCENT LIGHT l ABACO-S

Abaco-S   SMD TYPE
Ø500 Ø600

Track Accent Light DDC-65130.16-02   SMD   47 W DDC-65130.17-02   SMD  65 W

LED HOUSING
AL. Extrude, Electrostatic Powder Coating 

COVER
PC

GEAR BOX
Steel

INSTALLATION
On 1 or 3 circuit track (PC)

TYPE OF LED : SMD

TYPE OF LED SMD

INPUT VOLTAGE 220-240 Vac ,  50/60 Hz

OPERATING TEMPERATURE RANGE -20 to +40 

MAINTENANCE OF LUMEN -L80 50 000 hours at 25 

COLOR RENDERING INDEX 80, 90

COLOR TEMPERATURE 5 000 K  /  4 000 K  /  3 000 K

CRI COLOR 
TEMPERATURE

INPUT
POWER

OUTPUT
POWER

LUMINOUS
FLUX

OUTPUT
VOLTAGE

OUTPUT 
CURRENT

4 300 lm40 Vdc 980 mA 80 3 000 K47 W 40 W

5 949 lm46 Vdc 1 200 mA 80 3 000 K65 W

DDC-65130.17-02   (320 LED)

DDC-65130.16-02    (280 LED)

56 W

DDC-65130.16-02     47 W  /  3 000 K DDC-65130.17-02     65 W  /  3 000 K

NEW

4.6 kg 6.5 kg

Black
White

2021LED-1-Spot  2020.12.7 4:26 PM  페이지60

KISKOVALAISIN
DDC-65130.16-02 | DDC-65130.17-02

ABACO-S SERIES
KOHDEVALAISTUS


