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POWER 
40W | 50W | 60W

LENGTH 
1200mm | 1500mm | 1800mm

HYR-LL PROFIILIVALAISIN



LumiSolutions Oy
YHTEYSTIEDOT 

Ajurintie 2, 03100 Nummela
www.lumisolutions.f i

info@lumisolutions.f i
+358 10 581 7860 

AREAS OF APPLICATION

• meeting rooms
• rest rooms
• retail shops, showrooms
• exhibitions
• department stores
• hotels, restaurants
 

PRODUCTS FEATURES

• LED chip SMD by OSRAM 
• PHILIPS driver
• A1070 cold forged aluminum heat sink
• Life time up to 50,000 hours
• Mercury free lamp 

 

PRODUCT BENEFITS

• Low energy consumption
• Long life
• No UV or IR radiation
• Thermal management
• Efficient generation of white light

LED LINEAR LIGHT
TRACK ADAPTER / SUSPENSION / TRACK + SUSPENSION

HYR-LL PROFIILIVALAISIN
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Name 60W 1.8m LED Linear Track Light

Part No. HYR-LL60W5712H(PH)

60WRelated wattage:

Input voltage & Operating frequency: 220~240 VAC 50/60 Hz

Power factor

Beam angle

LED brand & Driver

Surface finish

Color temperature

Color rendering index

Overall length

Width

Height

Net weight

Main material

Working temperature

Storage temperature

Lifespan

Certificates & standard

Warranty

*(Weight 322g / 1.2 m length, model: 60W 1.2m LED Linear Track Light.)

> 0.90

100 °

OSRAM SMD / PHILIPS driver

White/ Black

3000K/ 4000K/ 5000K/5700k

>90Ra

1800 mm

50 mm

70 mm

*(N/A) 

Aluminum alloy

-20~40 ° C

-20~75 ° C 

50000 hrs 

CE, ROHS 

5 years

60W LED LINEAR TRACK LIGHT
HYR-LL60W5712T(PH)

HYR-LL PROFIILIVALAISIN



LumiSolutions Oy
YHTEYSTIEDOT 

Ajurintie 2, 03100 Nummela
www.lumisolutions.f i

info@lumisolutions.f i
+358 10 581 7860 

Type | Dimmming | Wattage | Length Model No. CCT | CRI 

TRACK LIGHTS | NON-DIMMABLE

HYR-LL40W5712T (PH)Track Adapter | No-Dim | 40W L1200mm

Track Adapter | No-Dim | 50W L1200mm HYR-LL50W5712T (PH)

Track Adapter | No-Dim | 60W L*1500mm

TRACK LIGHTS | DALI

Track Adapter | DALI | 40W L1200mm

Track Adapter | DALI | 60W L*1500mm

Track Adapter | DALI | 60W L1800mm

SUSPENSION | NON-DIMMABLE

Suspension | No-Dim | 40W L1200mm

Suspension | No-Dim | 50W L1200mm

Suspension | No-Dim | 60W L*1500mm

Suspension | No-Dim | 60W L1800mm

SUSPENSION | DALI 

Suspension | DALI | 40W L1200mm

Suspension | DALI | 60W L*1500mm

Suspension | DALI | 60W L1800mm

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

3000K, 4000K, 5000K, 5700K | Ra90

Lumen
(4000K)

3600lm

4000lm

(*4800lm)

3600lm

(*4800lm)

5400lm

3600lm

4000lm

(*4800lm)

4800lm

3600lm

(*4800lm)

5400lm

HYR-LL60W5712T (PH)

HYR-LL40W5712T (DAB)

HYR-LL60W5712T (DAB) *1500mm

HYR-LL60W5712T (DAB)

HYR-LL40W5712H (PH)

HYR-LL50W5712H (PH)

HYR-LL60W5712H (PH) *1500mm 

HYR-LL60W5712H (PH)

HYR-LL40W5712H (DAB) 

HYR-LL60W5712H (DAB) *1500mm  

HYR-LL60W5712H (DAB) 

  

 

1800 mm

1500 mm

1200 mm
50 mm

70 mm

LINEAARINEN VALAISTUS

PROFIILIVALAISIMET

MALLIVAIHTOEHDOT 
Track Adapter | Non-dimmable / DALI 

MITAT 
1200mm | 1500mm | 1800mm  

HYR-LL PROFIILIVALAISIN


